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Standards & Testing
EN 61482-2: Protective Clothing Against Thermal Arc Hazards of an Electric Arc

IEC 61482-1-1: Open Arc Test Method
IEC 61482-1-2: Box Test Method

EN ISO 13688: Protective Clothing, General Requirements
EN 166: Personal Eye Protection Standard
EN 170: Personal Eye Protection, Ultraviolet Filters

- Transmittance Requirements and Recommended Use
GS-ET-29: Head and Face Protection for Electrical Workers
ASTM F1506: Flame Resistant and Electric Arc Rated Protective Clothing 

Worn by Workers Exposed to Flames and Electric Arcs
ASTM F1959: Determining the Arc Rating of Materials for Clothing

In the EEA (European Economic Area), it is required for personal 
protective equipment (PPE) to be CE marked (certified).

By affixing the CE marking to a product, a manufacturer 
declares that the product meets all the legal requirements for 

CE marking and can be sold throughout the EEA. This also 
applies to products made in other countries that are 

sold in the EEA.

Per CE regulations, Arc Flash protective clothing is considered 
Category III PPE, and must be approved and continually 

audited through the product’s life cycle. This requires the 
products to be tested to the standards below.
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C88UJ-CE
Arc Flash Coverall

C45UJ-CE
Arc Flash Bib

C04UJ03-CE
Arc Flash Coat

TESTED TO:
EN 61482-2
       IEC 61482-1-1
       IEC 61482-1-2
EN ISO 13688

STANDARDS

1
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C09UPLC-CE
Arc Flash Lab Coat

TESTED TO:
EN 61482-2
       IEC 61482-1-1
       IEC 61482-1-2
EN ISO 13688
EN 166
EN 170
GS-ET-29

STANDARDS C04UP03-CE
Arc Flash Coat

C45UP-CE
Arc Flash Bib

C88UP-CE
Arc Flash Coverall

2

BINAME srl/bv
info@biname.be



PNTUP-CE
Arc Flash Pant

H11RY-CE
Arc Flash Balaclava

6.5 oz 86% Cotton, 12% Nylon, 2% Spandex

H65UP-CE
Arc Flash Hood

Optional: Hard Hat
TESTED TO:
EN 61482-2
       IEC 61482-1-1
       IEC 61482-1-2
EN ISO 13688
EN 166
EN 170
GS-ET-29

STANDARDS

3
9 oz 88% Cotton, 12% Nylon

ATPV 12 CAL CLASS 1 Continued
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TESTED TO:
EN 61482-2
       IEC 61482-1-1
       IEC 61482-1-2
EN ISO 13688
EN 166
EN 170
EN GS-ET-29

STANDARDS

C45HKHK-CE
Arc Flash Bib

C04HKHK03-CE
Arc Flash Coat

H65HKHK-CE
Arc Flash Hood

Optional: Hard Hat

4
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KIT BTTK25/CE - composed of :
-H65HKHK-CE with hard hat
-C04HKHK03-CE
-C45HKHK-CE
+ glasses
+ hood bag
+ transport bag



TESTED TO:
EN 61482-2
       IEC 61482-1-1
       IEC 61482-1-2
EN ISO 13688
EN 166
EN 170
EN GS-ET-29

STANDARDS

5

C45UQUQ-CE
Arc Flash Bib

C04UQUQ-CE
Arc Flash Coat

H65UQUQ-CE
Arc Flash Hood

Optional: Hard Hat

H65UQUQ-LF-CE
Arc Flash Lift
Front Hood

Hard hat included
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KIT BTTK40/CE - composed of :
-H65UQUQ-CE with hard hat
-C04UQUQ-CE
-C45UQUQ-CE
+ glasses
+ hood bag
+ transport bag



TESTED TO:
EN 61482-2: 
       IEC 61482-1-1
       IEC 61482-1-2
EN ISO 13688
EN 166
EN 170
EN GS-ET-29

STANDARDS
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C45UQUQ-CE
Arc Flash Bib C04UQUQ-CE

Arc Flash Coat

H65UQUQ-CE
Arc Flash Hood

Optional: Hard Hat

H65UQUQ-LF-CE
Arc Flash Lift
Front Hood

Hard hat included
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C45KDQT-CE
Arc Flash Bib

C04KDQT03-CE
Arc Flash Coat

TESTED TO:
EN 61482-2
       IEC 61482-1-1
       IEC 61482-1-2
EN ISO 13688
EN 166 
EN 170
EN GS-ET-29

STANDARDS

H65KDQT-CE
Arc Flash Hood

Optional: Hard Hat
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KIT BTTK65/CE - composed of :
-H65KDQT-CE with hard hat
-C04KDQT03-CE
-C45KDQT-CE
+ glasses
+ hood bag
+ transport bag



TESTED TO:
EN 61482-2
       IEC 61482-1-1
       IEC 61482-1-2
EN ISO 13688
EN 166 
EN 170
EN GS-ET-29

STANDARDS

8

C04KDQE03-CE
Arc Flash Coat

C45KDQE-CE
Arc Flash Bib

H65KDQE-CE
Arc Flash Hood

Optional: Hard Hat
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KIT BTTK98/CE - composed of :
-H65KDQE-CE with hard hat
-C04KDQE03-CE
-C45KDQE-CE
+ glasses
+ hood bag
+ transport bag
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